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ACO Filter House 
Front operated. 
 
Type: F 
 
 

 
 
 
 
 
 
 
 
 
 
Type: F-1/2. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 

Mounting of filter cassette. 
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Type: F 
 

 
 

Type 
Noôs of 
cassettes 

Width 
(mm) 

Height 
(mm) 

Dept 
(mm) Thickness 

Quantity 
of air (m3/h) 

F-1/2 ½ 397 702 300 2.0 mm 2,125 

F-1 1 702 702 300 2.0 mm 4,250 

F-2 2 1,334 702 300 2.0 mm 8,500 

F-3 3 1,966 702 300 2.0 mm 12,750 

F-4 4 1,334 1,334 300 2.0 mm 17,000 

F-6 6 1,966 1,334 300 2.0 mm 25,500 

F-8 8 2,598 1,334 300 3.0 mm 34,000 

F-9 9 1,966 1,966 300 3.0 mm 38,250 

F-12 12 2,598 1,966 300 3.0 mm 51,000 

F-20 20 3,230 2,598 300 3.0 mm 85,000 

F-30 30 3,862 3,230 300 3.0 mm 127,500 

 
Material: AISI 304 
Surface finish: 2B 
 
- Filter houses are supplied with transition piece welded on without use of flanges. 

 
- Filter houses are supplied with crossbow on all four sides. In this way storage of liquid on the 

top of the filter houses can be avoided. Also the houses are stiffened in the crossbows. 
 

- Filter houses are supplied with complete supports. 
 

 
The stated quantities of air are based on reliable and high-effective ñrough filtersò (e.g. Simas 
envelope filters, EU 4, type KS04 660636). 
 
ACO filter houses, front operated, are manufactured to fit all types and products of  ñrough filtersò. 
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ACO Filter House Side operated 
 
Type S 
 

 
 
 
 
 
Type: S-1/2 
 
Installed with  
differential pressure gauge. 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

Mounting of filter 
cassette. 

 

 


